SIMPURITY

SPECIFICATION ACCORDING TO EN 649 / EN 13553 7 ASTMF 1913

CHARACTERISTICS STAHDARD | UHNIT | RESLULT
STRUCTURE
Typaof floonng ENG43 na Sihgle ‘ayar namoagarecus shest
wlaterial e na Polywinyl chiorids
Coatng e na TRUESHIELD®™ Tachrology
DomeEstic EMNBES class 2% heavy duty
Commercial EMBBS class 34 vary heary duty
Industrisl EMBBS class A5 eavy duty
SAFETY CRITERIA
Fammabiity EM 13011 class B-s1
Slip resistance Gk 54130 group Ad
Dymamic cosfciant of ficton EM 13E83 class DS
[T =3 166688-2001 Pess
DOF conEnt EM 16777 na FEES
Hesvy metal EN7T1-3
Impect scund reduction 152 10940 B =]
150 717-2
PERFORMAMNCE EEHENIOR
Shaat wiath EM 42¢ m 2
Shast langth EM 42€ m 13-20
Oreerall thokness EM 42E mm 2.0
Total walgnt EN 430 kg 3.3
Bander conten: EM 5O 10681 Type Typs 2
Dimeancionel stabliity EM 43= na ¥ oa0iTs
R
ear resistance EM 849 group T
Color Tasmess 150 103-Bi02 ratig =3
Aesistance to steinng EM 423 na Mo Stan O
Castor Chalr « Underfloor neating « Antimicrobdal and antfungsl «
AntstEtc behavior & Chamical resIstence «
Shades

KE22-001
SIMPURITY SIMPURITY
Gently Gray Plow Rack

Ha22-002

K222-201

HA22-101
SIMPURITY SIMPURITY
Light Coir Khaki

Ka22-501 KB22.500
SIMPURITY SIMPURITY
GreenTea Soft Green

KR22-801 KAZ2-802
SIMPURITY SIMPURITY
Sea Blue Peaceful
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